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Omnidirectional Tilting Conveyor
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The Dynma OTC transport element 
is especially designed to enable the 
straightforward unloading, tilting and 
transportation of cabinets pressed in our 
AIRKOMP and VK-011 case clamps.

What makes the OTC unique is that the 
two arms of the 90º tilter can become 
a 180º conveyor, which, thanks to the 
rows of multi-directional roll units on the 
longer arm, allows cabinets to be moved 
away from the press in multiple directions 
with ease.

Operated by a mobile control panel, 
the Dynma OTC can tilt cabinets with 
dimensions up to 2650x1350x700 mm.



OTC  OTC  
Omnidirectional Tilting Conveyor

TECHNICAL FEATURES
LOAD SPECIFICATIONS

Max. / min. length ( X ) 2650 / 300 mm

Max. / min. height ( Y )  1350 / 300 mm

Max. / min. width ( Z ) 700 / 200 mm

PNEUMATIC SUPPLY

Working pressure 4 bar

Air consumption 75 Nl / Cycle.

OVERALL DIMENSIONS AND WEIGHT

Length ( X₁) 3960 mm

Height ( Y₁)  500 mm

Width ( Z₁) 860 mm

Weight 320 kg

CV-135, km 20.1 Pol. Ind. Mercado de Abastos, C/.”P”10 
Benicarló ES-12580 Spain	    Tel : (+34) 964 470 156
dpto.comercial@dynma.es	     www.dynma.es

Distributed by:Copyright 2024. Desarrollo Industrial de Maquinaria Benicarló S.L.
The information contained in this document is subject to change and is not binding.

DYNMA is a registered trademark of Desarrollo Industrial de Maquinaria Benicarló S.L.
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